60'_0"
30'-0" 30!_0"
= NV VTV
O O O o O O O O O COnTARER )
w MAN17077-D-1310 ,
/ +\ CONSTRUCTION NOTE 4 N
CONSTRUCTION
NOTE 1
=c|> I T
2 O ] u O
o ? &
A\
____________ 1]
———————————— DISCONNECT .,@ o f A ic?
o
(q\]
+BATO1
\/ ELECTRICAL
ENCLOSURE 1
- +BRUO1 A
INVERTER
5!_0" -
— | - ‘m
& O O LOCATION MAP
NTS
CONSTRUCTION i — CONSTRUCTION .
NOTE 1 © NOTE 1 TO CHILLER & HEATER PAD @-
DWG. MAN17077-D-1202
= ® ® X] 20 FT GROUND ROD
Q CONSTRUCTION
b 50" o NOTE 2 A 10FT GROUND ROD
i @ EXOTHERMIC WELDS
_ +BAWO1
o REACTOR _
2 O ECLOSER O #2 AWG BARE CU WIRE
PT FUSE
*AKCO1 B EQUIPMENT GROUND ATTACHMENT
RECI QSER
GROUND WIRE PENETRATION IN CONCRETE
— % ® 9 * O BOLLARDS
’ D
GROUNDING NOTES:
O - ﬁg.'}':;'??gg ')ON O 1. GROUND CONDUCTOR SHALL BE LAID IN CONTINUOUS LENGTHS IN AS FAR AS
STEP-DOWN / : +BATO1 POSSIBLE & SHALL BE BURIED 2'-0" BELOW GROUND SURFACE.
XFMR MAIN XFMR .
- o 2. GROUND RODS SHALL BE DRIVEN 2'-0" BELOW GROUND SURFACE.
5]
-~ 3. ALL STEEL STRUCTURES AND EQUIPMENT TO BE GROUNDED TO GROUND GRID
WITH LUGS AT BOTTOM OF STRUCTURES.
. ol 4. #2 COPPERWELD TO PENETRATE PAD FOR MISCELLANEOUS EQUIPMENT
< GROUNDS. CHECK OEM PRINTS FOR GROUND PAD LOCATION TO ESTABLISH
) GROUND TAIL PENETRATION POINTS.
o
O FS\ O 5. NOT USED.
WORKING POINT 8 6. SEE DWG. MAN17077-D-1203 FOR TYPICAL GROUNDING DETAILS.
X -617579.5,
Y - 3042213.0 7. GROUND RODS TO BE COPPER CLAD STEEL 3/4" SECTIONAL ROD IN 10-0" LENGTH.
8. PRIMARY GROUND CONDUCTOR SHALL BE #2 AWG BARE COPPER WIRE.
WORKING POINT 7
X - 617531.2, N CONSTRUCTION 9. SLAB FOUNDATION REBAR TO BE CONNECTED TO GROUND GRID.
Y - 3042225.8 C? NOTE 1
) 10. EQUIPMENT GROUNDING CONNECTIONS TO GRID TO BE #2 AWG COPPER.
O % O O O L ® % O % O O O CONSTRUCTION NOTES:
1. BOND TAIL TO CONCRETE REINFORCEMENT PRIOR TO POURING PAD.
< 2. RUN #2 AWG GROUND IN TRENCH TO CHILLER PAD AND BOND TAIL TO CONCRETE
™ REINFORCEMENT PRIOR TO POURING PAD.
| ] 3. FOR X0 TRANSFORMER GROUND CONNECTIONS, INSTALL TAILS IN CONDUIT
X X X ENTRY WINDOWS PRIOR TO POURING PAD.
4. RUN #2 AWG GROUND IN TRENCH TO VIONX STACK CONTAINER. BOND TO CABLE
7'-6" 7'-6" 7'-6" 7'-6" TRAY AND ADD TAIL TO BOND TO VIONX STACK CONTAINER. SEE DWG.
MAN17077-D-1310 FOR DETAILS.
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