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CONSTRUCTION NOTES:
1. FOR CONSTRUCTABILITY, CONDUITS TO TRANSITION ABOVE
GRADE FROM RMC TO PVC SCH 80 RATED FOR USE IN SUNLIGHT.
MAKE TRANSITION BETWEEN UPPER AND LOWER CONDUIT
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UNISTRUT ! l IR JQL I P i i — e APPROXIMATELY 1'6" ABOVE GRADE. CHECK ENCLOSURE
CONDUIT SUPPORT 1 A — ) INTERIOR AND DRAWINGS PRIOR TO MOUNTING.
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NOTE 3 ¢ =R B = 6" x 6" x 12" DIMENSIONS 1-5/8"W X 3-1/4"H. FASTEN TO ELECTRICAL
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CONSTRUCTION ¢ NOTE 3, 4 ) EXPANSION FITTING NOTE 3.
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¢ < NOTE 6 5.  SECURE CONDUIT WITH OUTDOOR RATED UNISTRUT CONDUIT
5{ ,i CLAMPS FOR PVC CONDUIT.
6'x6°x12" 11»//:/' | || 1 CONSTRUCTION 6.  INSTALL EXPANSION FITTING ABOVE GRADE FOR ALL CONDUITS
OUTDOOR _/31 _J ‘ 1111 [ I % / NOTE 9 ~ PENETRATING CONCRETE. INSTALL BONDING STRAP ACROSS
WIREWAY 1{ 8 L ol s - 'C < EXPANSION FITTING FROM UPPER TO LOWER CONDUIT.
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‘ ‘ _— _ _— _ — — - — CONDUIT BODY OR SIMILAR IN PLACE OF LB AS REQUIRED TO
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1. FOR CONDUIT SIZE AND PLACEMENT SEE DWG MAN17077-D-1302
ELECTRICAL ENCLOSURE - REAR VIEW A 4" CONDUIT ATTACHMENT 7B\ OUTDOOR WIREWAY AND 2" CONDUIT ATTACHMENT ELECTRICAL EQUIPMENT CONDUIT STUB-UP PLAN.
THIS/ SCALE: 1/2" = 10 THIS/ SCALE: 1/2" =10 2. COMMUNICATION CONDUITS D1, K7, M3, L3 AND F4 TERMINATE AT
OUTDOOR WIREWAY. CONDUIT AG1 COLLECTS COMMUNICATION
CABLES AND RUNS FROM OUTDOOR WIREWAY TO ENCLOSURE
ENTRY.
3. CONDUIT F5 TERMINATES AT OUTDOOR WIREWAY AND AG2
CONTINUES ABOVE TO BUILDING ENTRY.
SUBGRADE MATERIAL LEGEND: REFERENCE DRAWINGS:
CRAVEL MAN17077-D-1301  ELECTRICAL EQUIPMENT CONDUIT PLAN
MAN17077-D-1302 ~ ELECTRICAL EQUIPMENT CONDUIT STUB-UP PLAN
CONCRETE MAN17077-D-1303 ~ CONDUIT DETAILS
o MAN17077-D-2001  ELECTRICAL EQUIPMENT PAD PLAN VIEW
S UNDISTURBED EARTH MAN17077-TD-0001  CONDUIT SCHEDULE
DRAWING NOT ISSUED FOR CONSTRUCTION. FINAL
QA/QC TO BE PERFORMED PRIOR TO APPLYING SEAL.
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